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Internal user wiring connector(Bose side)

JL05-2A24-28PClwith cap)

Matching connector type is JL0H-6A24-285

(provided by users]
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Topped holes M8(Zholes)(2places)

(Depth: 14mm)(pitch:1.25)

Protected structure

Body:IP54 Wrist:IP67

Mounting method

Floor—mounted

Temperature

Oto+45 C

20 to 80%RH

Humidity (Non—condensing)
Ambient | Vibration 4.9m /< (0.56G)or less
Altitude 1000m or less
Conditions +Free from explosive or carrosive gas and liquid.
Others «Free from dust,soot,oil,or water.

+Free from electrical noise.
+Free from strong magnetic fields.

Power Requirements

5.0kVA

Controller

YRC1000

#1 Repeatabilitiy is conformed to 1SO 9283.
%2 The manipulator is in the home position.

Connector for the external

axis {power cable] type is
JL05-2AT8=15C(with cap)
Matching connector type is

JL05-6A18-TP{provided by users)

Connector for the external

Units :mm

Main key (Upper side)
Air outlet
Tapped hole Red /6

with a pipe plug
Internal user wiring connector

axis (encoder cable]type is

JL05-2A20-29SC(with cap)

Matching connector type is

) JL05-6A20-29P(provided by users)

cosing side)type is
JL05-2A24-285C with cap)

Watching connector type is
JL05-BA24-28P[provided by users)
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